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Winning with Solar Energy

WSE47-20 Solar Water Heating System

Ideal for cabins
and seasonal homes
without the need for
additional storage tanks
and requiring only our
FL30 12 volt water
pump to give you all
the hot water you need.
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tank is full and float
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Note the WSE47-20 is designed as a low pressure
system, so unit must be vented as per above picture.

© Float Switch

If you are away from cabin
for extended periods, the
system will actually boil
dry, so the vent should be a

copper pipe.
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A second FL30 is
connected to the hot
water outlet. This pump
pressurizes your hot
water line so you have
pressurized hot water at
the turn of a tap.

specification

* Complete Stand

 Capacity of water tank: 140Liter

* Tank dia: 420mm with inner tank 310mm

* Material: SUS304 2b food grade 0.41mm inner tank

* Insulation: polyurethane S0mm thickness

* Vacuum tubes: 20 tube M series high efficiency
vacuum tubes with efficiency 92%

* Guarantee: 5 years

The solar water heater
at the cabin above also
uses the excess heat to
heat wood burning hot
tub. An inexpensive
controller monitors the
heat of the system, once
the temperature reaches
a preset value, the WSE
three way valve is
activated and the excess
heated water is dumped
into the hot tub, once
the water temperature is
below preset tempera-
ture the water is turned
off.
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