
Winning with Solar Energy 

Solar Heating Control System

 
 
    Whether utilizing solar 
panels or solar tubes, the 
WSE-0100 Solarbloc can 
improve your entire Solar 
Thermal System drawing 
maximum heat from the 
solar devices, thus 
increasing efficiency and 
effectiveness of your solar application.

Ø Multi-color Display
       Blue      : Default 
          Red      : Backup/Dump
                         for Solar Running
          Yellow   : Solar On and
                        Pump Running
Ø Status Screen Scroll Mode
Ø Programming/Set
   Scroll Mode
Ø System Differential
   : between Solar panel and Tankinitiating start point/pump on
Ø Vacation Mode
   : Activates Pump if Tank Temperature exceeds 130°F
   : SOL.1 Dump (Blinking Icon Indicator) 

         A built in Variable Speed Pump for variable speed flow control 
can be used for multiple mechanical solutions allowing for 
automatic BTU calculations.
Dump feature or backup feature are optional using the Solarbloc.
This fully inclusive differential control has the advantage of
calculating overheated occurrences by internally controlling
the variable speed pump and flow sensing, shedding excess heat 
from panel or tank. 

• Fully integrated control
• Automatic BTU calculations
• Integrated flow sensing
• Built-in air eliminator
• Runs either auto boiler backup
  or heat dump
• Available dry contact to engage 
  external boiler or heat dump 
  device
• Variable speed pump controls  flow at independent  
  differential temps
• Multi-colour back-lit display
• Easy installation and commissioning

Cleaning up our world with green energy

WSE Technologies
303 - 47 Str. E 
Saskatoon 
Saskatchewan
Canada 
S7K 5H2   

Ph: 1 306 244 8808
Fax: 1 306 244-9970
or Visit
http://www.wsetech.com/   

WSE Solarbloc

       ptimizing the control
       strategy in a solar 
system is key for achieving
optimum BTU return.  
  

WSE-0100 Unit Features

Fittings and Installation

Back-up
Dump

Solar
Sensor

Tank
Sensor

Dump Feature Application

Back-up Application

• Limit Space Constrictios
• Wall Mountable

• Direct Connect Fittings
• Reduce On-site Installation & Commissioning

• Integrated Air Purge

• Terminal Designation
         • Easy to Wire

• Pre-inserted Check Valve

WSE-0100 SolarBloc 

• Input Voltage
    120VAC, ± 10% 60Hz
    2A Input Voltage
• 2 x Thermistor Inputs
    Tank/Collector
• 1 X Flow/Temperature sensor
    System Sensor
• Dimensions
    309mm W x 255mm H x 169mm D
• Weight
     4.53KG (10 lbs)
• ETL Listings
     Meets CSA C22.2 No.24
     Meets UL Standard 873
     ETL Control No. 3068143 

Specifications:


